
ATTACHMENTS
JLG MODEL APPROXIMATE

WEIGHT (lbs)
PIN 

PART NUMBER JLG PART NUMBER
1644 1732

Bale Clamps
Bale Clamp, Round, 3.2T • • 2267 1001192649

Bale Clamp, Square, 4.5T • • 1690 1001192650

Buckets

Bucket, General Purpose, 94 in – 2.6 yd3 • • 1692 1001192615

Bucket, Grapple, 94 in – 1.7 yd3 • 2526 1001223435

Bucket, Grapple, 94 in – 2.6 yd3 • 2884 1001192617

Bucket, Light Material, 94 in – 5.2 yd3 • 2210 1001192616

Bucket, Multi-Purpose, 94 in – 1.3 yd3 • • 2528 1001228427

Bucket, Multi-Purpose, 94 in – 2.6 yd3 • 3473 1001192614

Carriages

Dual Fork Positioning Carriage, 72 in • • 1035 1001192342

Side Shift with Fork Positioning Carriage, 72 in • • 1256 1001192344

Standard Carriage, 60 in • • 677 1001191108 1001183447

Standard Carriage, 72 in • • 745 1001214254 1001214415S

Standard Carriage, 87 in • • 915 1001218754 1001192339S

Visit Online Express® (Service Menu, Machine Control Software) to 
download electronic load charts.  Reference part numbers:

1644 - 1001233430
1732 - 1001233431

Continues on to next page...

Avaliable Attachments

JLG Industries, Inc.
1 JLG Drive | McConnellsburg, PA  17233-9533 | Toll-Free in US 877-JLG-LIFT (877-554-5438)
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An Oshkosh Corporation Company

Order Today
Online:  onlineexpress.jlg.com | Call:  1-877-554-5438 | Fax:  1-800-733-8939

NOTICES:  
Use only JLG approved attachments with proper material handler model/attachment load capacity charts displayed in the operator’s cab; Never use your attachment as a work platform or personnel carrier.

A wide variety of attachments delivers outstanding 
versatility. Select telehandler attachments are industry-
specific, making them more efficient when handling 
heavy materials in that industry.

Features
• Attachments specifically designed to work with the JLG® 

1644 and JLG® 1732 high capacity telehandlers
• Increase job site versatility with options 

including carriages, buckets and more
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Keep Your Options Open With A Variety of Attachments
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Forks

Fork, Pallet, 2.25x6x48 in • • 256 1001196952

Fork, Pallet, 2.25x6x60 in • • 304 1001196951

Fork, Pallet, 2.25x6x72 in • • 353 1001196950

Fork, Pallet, 2.25x6x96 in • • 448 1001196949

Miscellaneous/
Additional

Attachments

Hook, Coupler Mounted • • 354 1001192700

Hook, Fork MTD • • 308.65 1001193803

Log Handler, 3.6T • • 2531 1001192734

Pipe Grapple • • 2060 1001192722

Steel Coil Handler, 7.6T • • 838 1001192735

Truss Boom, Adjustable • • 664 1001192723

Fork-Mounted Bucket, 60 in - 1.0 yd2 • • 705 1001195970

Platform, Fork MTD, 4'X8' • • 475 1001238653S

Trash Hopper • • 880.1 1001238566

Winch, Coupler Mounter • • 1330 1001192702

Truss, Adjustable, Fork Mounted • • 591 1001230241

Tire Handler • • 2992 1001258523
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